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PART ID:

4610

APOLLO EX

RFID Reader ATEX Zone 2
SMART Handheld

The 5G smartphone with a clear 6-inch Full HD display is equipped
with a high-end chipset, supports extensive frequency bands and
offers the highest image quality thanks to its 48 MP main camera.
The high-quality processor ensures fast data processing for the most
demanding industrial applications such as predictive maintenance.
The 16-pin ISM interface provides a secure connection for approved

accessories.

Main Specifications

Frequencies

Material

Operating
Temperature

IP Class

Compliance

Key Features

HF

Smartphone
-20°C to 55°C

IP68

RoHs & REACH, FCC, CE,
ATEX, IECEx, NEC500

Android™ 14, WiFi® 6,
Bluetooth® 5.2, 5G Network,
Replaceable Battery

Full Specifications

Product ID
Name

Atex

Material

Shape

Long Description

Key Features

4610
APOLLO EX
yes
Smartphone
Screensize 6"

The 5G smartphone with a clear 6-inch Full HD display is equipped
with a high-end chipset, supports extensive frequency bands and
offers the highest image quality thanks to its 48 MP main camera.
The high-quality processor ensures fast data processing for the most
demanding industrial applications such as predictive maintenance.
The 16-pin ISM interface provides a secure connection for approved
accessories.

Android™ 14, WiFi® 6, Bluetooth® 5.2, 5G Network, Replaceable
Battery
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Article Type

Length [mm]

Width [mm]
Thickness [mm]
Weight [g]

IP Class

PCB Material
Chemical Resistance
Flame Resistance
Mechanical Resistance
Compliance

Read / Read Write

SMART Handheld
180

84.9

20.6

422

IP68

FR4

Not Specified

Not Specified

MIL STD 810-H
RoHs & REACH, FCC, CE, ATEX, IECEx, NEC500
Read

Typical Reading Range Near Field
Supported Standards / Tags NFC
Operating Temp °C (min) -20
Operating Temp °C (max) 55

Power Supply Battery
Battery Type Lilon
Battery Capacity 4400mAh

Connection
Operating System
Display Size
Touch Display
Camera

GPS

Memory Type
Memory Capacity
CPU

Display Resolution
Integrated RFID Reader

VARIANTS

ID
4610-01-000-00

USB-C, NANO SIM
Android™ 14

6 Inch

Yes

48MP/S5MP

Yes

RAM/ROM
8GB/128GB
Qualcomm QCM6490 Octa Core
1080x2160

NFC

Variant
NFC, 6" Touchscreen
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