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Transponder
Laundry TAG

PART ID:

1096

PID 1096 is a heat-sealable tag, ideally suited for garments and
uniforms identification and tracking. Measuring 46 x 15 mm, it
attaches directly and effortlessly onto linen items, when heat-sealing
instructions are followed.  

Main Specifications

Frequencies LF HF UHF 
Material Linen

Operating
Temperature

-30°C to 85°C

IP Class IP20

Compliance RoHs & Reach, CE, Rain RFID

Key Features Heat Seal, OEKO-TEX®
Standard 100 Level 1, Heat
Tolerant

 

Full Specifications

Product ID 1096

Material Linen

Shape Laminated

Short Description PID 1096 is a heat-sealable tag, ideally suited for garments and uniforms identification and tracking.
Measuring 46 x 15 mm, it attaches directly and effortlessly onto linen items, when heat-sealing
instructions are followed.

Long Description Heat-seal at 399°F (204°C), 4-5 bars, during 14 seconds. Allow a 5-minute cool down period before
introducing the newly RFID-enabled item into harsh laundry processes Max. Temperature: 220°C / 30sec
Exposure: 2.5bars Tunnel Washer: 90°C / 15min Pre-Drying in Tumbler: 160°C / 30min Tunnel Finisher:
185°C / 30min Sterilization Process: 134°C / 10min

Key Features Heat Seal, OEKO-TEX® Standard 100 Level 1, Heat Tolerant

Article Type Laundry TAG

Color White

Length [mm] 46

Width [mm] 15

Thickness [mm] 2

Operating Temp °C (min) -30

Operating Temp °C (max) 85
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Storage Temp °C (min)
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-30

Storage Temp °C (max) 85

Peak Temp I / °C 220

High Temp yes

IP Class IP20

Chemical Resistance Typical chemicals used in laundry and dry-cleaning processes

Flame Resistance Not Specified

Mechanical Resistance Not Specified

Attachment Method Sew-in

Compliance RoHs & Reach, CE, Rain RFID

VARIANTS AND ICS

 ID  Variant  Band  Type  ISO

1096-01-366-00  Heat Seal   UHF  M730  ISO 18000-6C / EPC Gen2 V2
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